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In this paper, an attempt was made to study the effects of various types of tunneling defects in friction stir welding (FSW). Two
types of welding tool were used, one with a threaded and the other with a polygonal pin. To enable the formation of tunneling
defects, the shoulder-to-pin-volume ratio was larger than 1 for both tools, while the ratio of rotation speed to welding speed was
optimized as well. Tunneling defects were tested on EN-AW 5052 H32 and H38 alloys, having the thicknesses of 3 mm and 8
mm. It was found that the threaded tool produced a single or double triangular, as well as crack-shaped tunnel. The polygonal
tool produced a multiple triangular tunnel (the material flows toward the weld face) with a complex shape or a crack-type tunnel
with a complex shape. The most unfavorable tunnel obtained with the polygonal tool was the crack-shaped one, resulting in the
62 % and 46 % joint yield and ultimate tensile-strength efficiency. The corresponding values for the threaded tool were 40 %
and 36 %. The hardness efficiencies did not follow the trends of the proof and ultimate tensile strengths due to the prevention of
the tunneling during indentation. Another effect on the hardness is the presence of microcracks that may influence the apparent
decrease in the hardness in spite of the detected grain-refinement effect in the nugget. These effects influence the hardness
distribution in the weld, shifting the maximum hardness value into the thermo-mechanical zone.
Keywords: friction stir welding, aluminium alloy, tunneling defect, joint strength efficiency
^lanek predstavlja {tudij vpliva razli~nih vrst tunelskih napak pri drsno me{alnem varjenju (FSW). Uporabljeni sta bili dve vrsti
varilnega orodja, eno z navoji in drugo s poligonalnim nastavkom. Da bi prepre~ili nastanek tunelske napake, je bilo razmerje
med nosilcem in nastavkom ve~je od 1 pri obeh orodjih, medtem ko je bila optimirana tudi rotacija glede na hitrost varjenja.
Tunelska napaka je bila preizku{ena po EN-AW 5052 na zlitinah H32 in H38, debelih 3 mm in 8 mm. Ugotovljeno je bilo, da
orodje z navoji povzro~i enojni, dvojni trikotni tunel, kot tudi tunel v obliki razpoke. Poligonalno orodje povzro~i ve~
kompleksnih tunelov s trikotnim prerezom (material ste~e proti ~elu zvara) ali kompleksnih vrst tunelov v obliki razpok. Najbolj
neza`elen tunel, dobljen s poligonalnim orodjem, je bil v obliki razpoke, kar je povzro~ilo 62-odstotni in 46-odstotni izkoristek
spoja oziroma u~inkovitost natezne trdnosti. Ustrezne vrednosti pri orodju z navoji so bile 40 % in 36 %. U~inkovitost trdote ni
sledila tem usmeritvam in kon~ni natezni trdnosti zaradi izogibanja tunelom med merjenjem trdote. Nadaljnji vpliv na trdoto
imajo mikrorazpoke, ki lahko povzro~ijo navidezno zmanj{anje trdote, kljub odkritemu zmanj{anju zrn v jedru zvara. Ti pojavi
vplivajo na razporeditev trdote v zvaru in potiskajo vrednosti najve~je trdote v termomehansko obmo~je.
Klju~ne besede: drsno me{alno varjenje, aluminijeva zlitina, tunelska napaka, u~inkovitost trdnosti spoja

1 INTRODUCTION
Friction stir welding (FSW) is a solid-state metaljoining process that uses the third body (a specialized
tool) to join two or more workpieces.1 FSW has attracted
considerable interest due to a number of advantages over
arc-welding processes.2 It has been shown that FSW may
be suitable for joining materials that are difficult to join
using conventional welding techniques such as 7XXX
and 2XXX aluminium alloys.3–7 Furthermore, Mg-alloys
and dissimilar materials have been successfully welded
with FSW.8–13
The microstructure and, therefore, the performance
of the FSW welds strongly depend on the tool geometry
as well as on the welding parameters such as the tool
rotation and welding speeds. One of the main differences
between the traditional arc-welding methods and FSW is
the existence of the thermo-mechanically affected zone
(TMAZ) near the heat-affected zone (HAZ) and the
nugget.14 The nugget takes the central place in the joint
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region. It is the most severely deformed region, often
containing the equiaxed grains as the result of a dynamic
recrystallization.14 As the result of its position and the
fact that the tool directly influences it, the nugget, together with the region above and under the nugget, may
represent the zone where defects can occur.15 One of the
most critical types of the FSW defect is the tunneling.
The tunneling defect occurs when the material flow
around the tool pin is not adequate, resulting in an irregular weld filling.16–18 In accordance with the results presented by Radisavljevic et al.15, the ratio between the
rotation and the welding speeds must be optimized. At
the same time, an additional influencing factor might be
the ratio between the pin volume and the reservoir in the
tool shoulder (a concave shoulder volume) that should
not exceed one in order to enable the material to pile up
as a result of a pin indentation. In this work, an attempt
was made to study the influence of the tunneling-defect
shape and size on the mechanical properties of FSW
joints, using two types of aluminium alloy.
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2 EXPERIMENTAL PROCEDURE
Al-Mg plates in the half-hard condition (EN-AW
5052-H32) with a thickness of 3 mm and in the full-hard
condition (EN-AW 5052-H38) with a thickness of 8 mm
were used in this study. The chemical compositions of
the plates, determined with an optical emission spectrometer ARL 3580, are given in Table 1. The mechanical
properties of the workpiece materials, determined with a
ZDM 5/91 tensile testing machine, are given in Table 2.
The tensile properties were determined as the average of
three specimens. The sample dimensions were 300 mm ×
65 mm, forming a welded sample of 300 mm × 130 mm.
The samples were tightly placed in a steel fixture with a
backing plate into a 130 mm wide groove and secured
with clamps (Figure 1). The fixture was fitted on an
adapted Prvomajska UHG universal milling machine

Figure 2: a) Threaded and b) polygonal tools
Slika 2: Orodje: a) z navoji, b) poligonalno orodje
Table 4: FSW parameters
Tabela 4: Parametri FSW

Rotation Welding toRotation
Tool
Material
welding rotation
speed
speed
flow
speed
r/min
mm/min
direction
direction
r/mm
EN-AW 5052-H32; thickness 3 mm; polygonal-type tool
1
1230
17
72.35
right
–
2
1230
12
102.50
right
–
3
1230
23
53.48
right
–
4
925
68
13.60
right
–
5
925
91
10.16
right
–
EN-AW 5052-H32; thickness 8 mm; threaded-type tool
6
645
5
129.00
left
Up
7
645
5
129.00
right
Down
8
645
12
53.75
right
Down
9
645
49
13.16
right
Down

Sample

Figure 1: Test setup
Slika 1: Preizkusni sestav
Table 1: Chemical composition of EN-AW 5052 aluminium alloys
(mass fractions, w/%)
Tabela 1: Kemijska sestava aluminijeve zlitine EN-AW 5052 (masni
dele`i, w/%)

Cu Mn Mg
Si
Fe
Zn
Ti
Al
EN-AW 0.04 0.11 2.46 0.19 0.73 0.061 0.010 bal5052-H32
ance
EN-AW 0.03 0.29 2.33 0.19 0.29 0.011 0.022 bal5052-H38
ance
Table 2: Mechanical properties of EN-AW 5052-H32 and H38
Tabela 2: Mehanske lastnosti EN-AW 5052-H32 in H38

EN-AW
5052-H32
EN-AW
5052-H38

Proof
strength
Rp0.2 %/MPa

Ultimate
tensile
strength
Rm/MPa

Elongation
%

Vickers
hardness
Number
HV5

157 ± 3

214 ± 2

19 ± 1

67 ± 1

204 ± 7

245 ± 3

12 ± 1

90 ± 2

Table 3: Chemical composition of the X38CrMoV5-1 tool steel (w/%)
Tabela 3: Kemijska sestava orodnega jekla X38CrMoV5-1 (w/%)

C
Si
Mn
P
S
Cr Mo
V
Fe
0.37 1.01 0.38 0.017 0.0005 4.85 1.23 0.32 balance
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with a power of 5.2 kW. In this study, two different types
of tool were used: plates 3 mm were welded with a polygonal-type tool, while plates 8 mm were welded with a
threaded-type tool (Figure 2). Both tools were made of
X38CrMoV5-1 (H11) hot-work tool steel, having a chemical composition as shown in Table 3. The chemical
composition of the FSW tool material was measured
with an optical emission spectrometer ARL 2460. The
FSW tools were used in a heat-treated condition to 53
HRC. The tool concave-shoulder volume (reservoir) is
larger than the pin volume in both tools used, stimulating
the formation of a tunneling defect. For the polygonaltype tool, the shoulder-to-pin-volume ratio was 5.3 and
for the threaded type it was 1.1, both being more than
sufficient to store the piled up material as a result of the
tool-pin indentation. Furthermore, the welding parameters were set to enable the formation of various types
of the tunneling defect (Table 4). These parameters were
set according to the results presented by Radisavljevic et
Materiali in tehnologije / Materials and technology 48 (2014) 4, 491–496

S. BALOS, L. SIDJANIN: EFFECT OF TUNNELING DEFECTS ON THE JOINT STRENGTH EFFICIENCY ...

al.15, where the welding speeds were in the range of
6.45–8.22 r/mm and the tool rotation direction was able
to prevent the tunneling defect.
The mechanical properties of the FSW workpieces
were determined with the tensile, root-bending and hardness tests as well as with a metallographic examination.
The tensile and bending tests were carried out with a
WPM ZDM 5/91 mechanical testing machine, according
to EN 895 and EN 910 standards, respectively. The hardness was determined with a VEB HPO-250 Vickers testing machine, with a load 5 kg. The hardness measurements were done on the workpiece material (an average
of five indentations) before and after the welding, to
obtain the hardness profiles for the 1.5 mm distance between the indentations. The metallographic examinations
were done with a light microscope Leitz Orthoplan, after
a standard metallographic preparation. The metallographic
preparation consisted of grinding (sandpaper, the grit of
220 to 2000), polishing (a diamond paste with (6, 3, 1 and
¼) μm particle sizes) and etching with Keller’s reagent
(2 mL HF, 3 mL HCl, 5 mL HNO3, 190 mL H2O).

obtained on Sample 1 (a base-material thickness 3 mm),
while the lowest angle was obtained on Sample 6 (an
base-material thickness 8 mm). On samples 1–8, the
fracture did not occur up to 180°, while on Sample 9, the
fracture occurred at 134°.
3.3 Hardness results
The Vickers-hardness (HV5) profiles of the representative samples are shown in Figure 5. In Figures 5a and
5b, the hardness profiles for Samples 1 and 2 are shown,
depicting the highest and the lowest tensile properties of
the welded plates 3 mm. On the other hand, in Figures
5c and 5d, the hardness profiles for Samples 8 and 9 are
shown, depicting the highest and the lowest tensile pro-

3 RESULTS
3.1 Tensile properties
The tensile properties of FSW samples are presented
in Figure 3. In Samples 1–5, it can be seen that the
highest joint efficiencies are obtained with the higher
tool rotation speed. Within this rotation speed, the
highest joint proof-strength (PS) efficiency was obtained
with a high end-welding speed, while the highest joint
ultimate-tensile-strength (UTS) efficiency was obtained
with the lowest welding speed. The lowest efficiencies
were obtained with the lower tool rotation speed and the
higher welding speed. A similar result was obtained with
the EN-AW 5052-H38 alloy with a thickness of 8 mm,
welded with a conceptually different tool, see Samples
6–9.

Figure 4: Results of the bending test. The values in parentheses
represent the samples where no fracture occurred.
Slika 4: Rezultati upogibnega preizkusa. Vrednosti v oklepajih so za
vzorce, kjer ni pri{lo do zloma.

3.2 Root-bending test
In Figure 4, the root-bending-test results are shown.
It can be seen that the highest angle of the first crack was

Figure 3: Joint proof and the ultimate tensile strengths of the tested
samples
Slika 3: Preizkus spoja in kon~na natezna trdnost vzorcev
Materiali in tehnologije / Materials and technology 48 (2014) 4, 491–496

Figure 5: HV5 hardness profiles in relation to the distance from the
centerline: a) sample 1, b) sample 5, c) sample 8, d) sample 9
Slika 5: Profil trdote HV5 v odvisnosti od razdalje od sredi{~a: a)
vzorec 1, b) vzorec 5, c) vzorec 8, d) vzorec 9
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perties of the welded plates 8 mm. In Figures 5a, 5c and
5d (Samples 1, 8 and 9) a common FSW hardness profile
may be observed, while for Sample 5 (Figure 5b), an
irregular profile was obtained. For Sample 1, the maximum hardness in the nugget (the weld centerline) is
higher than that of the base material. For the other samples, all the hardnesses of the weld, in the thermo-mechanical zone and the heat-affected zone, are lower than
that of the base material, indicating an insufficient grain
refinement in certain FSW zones.
3.4 Macro and microstructure
The weld cross-sections of the specimens are shown
in Figure 6, more exactly, in Figures 6a to 6e, the weld
cross-sections presented were obtained with the polygonal tool, while the ones from the second column,
Figures 6f to 6i, were obtained with the threaded tool.
From these results it can be seen that with the polygonal
tool, two types of the tunneling defect were achieved: a
triangular (a closed tunneling defect) and a crack-shaped
defect (an open tunneling defect). Tunnels might occur
in a single (Figure 6b, Sample 2), double (Figures 6a

Figure 6: Weld cross-sections showing the tunnel profiles: a) sample
1, b) sample 2, c) sample 3, d) sample 4, e) sample 5, f) sample 6, g)
sample 7, h) sample 8, i) sample 9
Slika 6: Prerezi zvara, ki prikazujejo profil tunela: a) vzorec 1, b)
vzorec 2, c) vzorec 3, d) vzorec 4, e) vzorec 5, f) vzorec 6, g) vzorec
7, h) vzorec 8, i) vzorec 9
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and 6d, Samples 1 and 4) or even triple configuration
(Figure 6c, Sample 3). The crack-type tunneling defect
obtained consisted of one longer and three smaller cracks
(Figure 6e, Sample 5).
On the other hand, when the threaded-type tool was
used, the tunneling defects with a more complex shape
were obtained. The threaded-type tool with the material
flow direction towards the tool (up) creates multiple
tunnels, closely following the tool pin geometry. Such
tunneling defects are spread across the whole weld
cross-section. The material flow towards the weld root
results in a complex-shaped tunneling defect in the weld
center or at the bottom (Figure 6f to 6i). Furthermore, a
combination of the complex-shaped tunneling defect and
the crack-shaped tunneling defect occurred on Sample 9
(Figure 6i).
The microstructures of the representative welded
samples are shown in Figure 7. In Figures 7a to 7c, the
Sample 5 FSW zones are presented, while in Figures 7d
to 7f, the Sample 9 FSW zones are shown. It can be seen
that the base-material microstructures, EN-AW 5052H32 and H38 shown in Figures 7a and 7d, correspond to
the typical cold-rolled alloy, with a clearly visible
deformed grain structure in the rolling direction. On the
other hand, the heat-affected zones (HAZs) (Figures 7b
and 7e, both on the left of the micrograph) show
coarsened recrystallized structures. In the thermo-mecha-

Figure 7: Microstructures of samples 5 and 9: a) sample 5: base material, b) sample 5: HAZ/TMAZ zone, c) sample 5: nugget, d) sample 9:
base material, e) sample 9: HAZ/TMAZ zone, f) sample 9: nugget
Slika 7: Mikrostruktura vzorcev 5 in 9: a) vzorec 5: osnovni material,
b) vzorec 5: podro~je HAZ/TMAZ, c) vzorec 5: jedro, d) vzorec 9:
osnovni material, e) vzorec 9: podro~je HAZ/TMAZ, f) vzorec 9:
jedro
Materiali in tehnologije / Materials and technology 48 (2014) 4, 491–496
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those for TMAZ and HAZ. Such a hardness distribution
is the result of the grain refinement in the nugget. The
nugget-hardness values are lower compared to the base
material, which might be influenced by two factors: the
grain refinement and the recrystallization.
4.2 Influence of the tunnel shape

Figure 8: Joint PS, UTS and hardness effectiveness
Slika 8: U~inkovitost spoja PS, UTS natezne trdnosti in trdote

nical zones (TMAZs), shown in Figures 7b and 7e (both
to the right of the micrograph), finer microstructures are
formed as a result of the local deformation. The main
difference between Figures 7c and 7f, where the nugget
is depicted, is the occurrence of an intensive cracking,
seen on Sample 5. In the Sample 9 nugget (Figure 7f),
the microstructure is finer than that of the base material,
HAZ and TMAZ.
4 DISCUSSION
4.1 Joint effectiveness to microstructure correlation
Joint PS, UTS and hardness effectiveness are given in
Figure 8. According to the joint effectiveness shown in
Figure 8, it can be seen that the joint UTS effectiveness
is the lowest, followed by the joint PS effectiveness. The
joint UTS effectiveness is lower than the values obtained
by Radisavljevic et al. (by up to 80.1 %)15, which is the
result of the tunneling-type defect, as depicted in Figure
4. On the other hand, the joint hardness effectiveness
matches the values obtained by Radisavljevic et al.15 This
is the result of the measuring method, according to
which the indentations were made in the tunnel-free
region of the weld, as well as the method of calculation.
Namely, the maximum hardness was taken into account.
However, although there is a correlation between the
proof strength and the ultimate tensile strength, these
two parameters cannot be correlated to the hardness
effectiveness. Nevertheless, the hardness distributions
may be correlated to the microstructures obtained, Figures 6 and 7, especially for the representative Samples 5
and 9. In Sample 5, the hardnesses of the nugget, TMAZ
and HAZ are all similar, which is in contrast to the hardness values for Sample 9. There the nugget has a higher
hardness than in the case of TMAZ and HAZ. As shown
in Figure 7, the Sample 5 nugget contains a number of
cracks that might have influenced the values that are
similar to the ones for TMAZ and HAZ. On the other
hand, in Sample 9, a crack-free nugget was obtained and,
consecutively, higher hardnesses were measured than
Materiali in tehnologije / Materials and technology 48 (2014) 4, 491–496

The mechanical properties of the joints and their efficiencies clearly vary in accordance with the type of the
FSW tool geometry. The two types of the FSW tool have
different influences on the joint properties. It can be seen
that the polygonal tool (Samples 1–5) produces joints
with higher mechanical properties than the threaded tool
(Samples 6–9) in spite of the higher shoulder-to-pinvolume ratio of 5.3 versus 1.1. The higher mechanical
properties are influenced by the tunnel obtained. Namely, the polygonal tool produces triangular-shaped tunnels
or crack-shaped tunnels that are the least optimal. The
most optimum sample obtained with the polygonal-type
tool is Sample 1 with a double tunnel, while the lowest
mechanical properties were found for Sample 5 with a
crack-shaped tunnel. Regarding the threaded-tool samples, the mechanical properties of Sample 8 are the
highest, while the lowest mechanical properties were
found for Sample 9. On Sample 9, a combination of a
tunnel and a crack-shaped tunnel was found, which proved to have a more adverse effect on the mechanical
properties compared to Sample 6, where multiple tunnels
were found, closely following the tool-pin profile. The
relatively high welding speeds applied in this study
clearly did not contribute to the joint quality, regardless
of the tool type.
5 CONCLUSIONS
According to the presented results, the following
conclusions can be drawn:
• The UTS efficiency of the joints with the tunneling
defect was lower by 25–82 % than that of the joints
without the tunneling defect.
• The efficiency of the joint PS is higher than that of
the ultimate tensile strength, while the hardness
efficiency is higher than the joint PS efficiency.
• The tunnel profile is influenced by the pin geometry
and pin direction determining the material flow
direction.
• The polygonal-type tool produces a triangular tunnel
shape, in single and multiple forms, as well as a
crack-type tunneling defect.
• The threaded-type tool produces a triangular and
complex-shaped tunnel, depending on the material
flow direction. If the material flows towards the weld
root a complex-shaped tunnel is formed with superior
mechanical properties. The only exception is the
combination of a complex-shaped and crack-type
tunnel. In the case of an upward material flow,
495
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multiple triangular tunneling defects are formed that
are very unfavorable with respect to mechanical
properties.
• The lowest mechanical properties both in terms of the
tensile strength and bending were obtained with the
tunneling defects associated with cracks.
• The highest joint efficiency was obtained with the
polygonal-pin profile.
• The pin-to-concave-shoulder-volume ratio greatly
influences the occurrence of the tunneling defect.
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